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Opis produktu

Wspornik do klimatyzatora z
poprzeczky ICOOL HL-550

Cena

Numer katalogowy
Kod producenta
Kod EAN

Rodzaj

EAN (GTIN)

Marka

Kod producenta

Waga produktu z opakowaniem
jednostkowym

59,00 zt
NR-WSP-550
NR-WSP-550
5905973501064
wsporniki
5905973501064
Entalpia Europe
NR-WSP-550
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STAN TOWARU: NOWY, STAN TECHNICZNY | WIZUALNY BARDZO DOBRY, ZESTAW KOMPLETNY, DOKLADNY STAN
TOWARU ORAZ JEGO WYPOSAZENIE ZOSTAL UKAZANY NA REALNYCH ZDJECIACH NASZE) AUKCJI,

INSTRUKCJA OBSLUGI BEZ JEZYKA POLSKIEGO, OPAKOWANIE ORYGINALNE ZE SLADAMI MAGAZYNOWANIA.
CENA KATALOGOWA : 79zt

OSTATNIE ZDJECIA POKAZUJA STAN FAKTYCZNY | WYPOSAZENIE TOWARU.

Wspornik do klimatyzatora z poprzeczka ICOOL HL-550
DANE TECHNICZNE:
¢ Uniwersalny wspornik do klimatyzacji
e Wodoodporna, malowana proszkowo powierzchnia
¢ UdZwig: 150kg
HL-550 z ramieniem o dtugosci 55 cm zalecany jest do montazu wraz jednostkami o mocy 2,5kW, 3,5kW, 5,0kw, 7,0kw

Wspornik sprzedawany wraz z podktadkami antywibracyjnymi oraz kompletem $rub montazowych.

Odpowiedni oraz regulowany rozstaw ramion gwarantuje bezproblemowy i szybki montaz, a poprzeczka umozliwi precyzyjne
wypoziomowanie urzadzenia.
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{SOOL INsTRUCTIONS OF MINI sy gy

SIS B
ICOOL offers you a high quality, durable and wez'athesrafled ucttfgt Mini split wall mounting bracket. The bracket is capable ‘:jf
holding up to 330 LBS, which can be used for unwerd = S mini splitair conditioners, heat pumps, compressors: 21

HVAC systems. It is easy and quick to assemble an
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Assembly Steps

> Use spirit-level to correct mounting position of the whole beam, Mark the position where concrete anchors are installed.
Drill 2.16" deep holes, punch four concrete anchors ang lag b 'Ils into pre-holes, make sure the end of the concrete anchorg
are flush with the wall surface. Mount the beam with flat Wagsn§rs Jock washers and nuts.

> Unfold the pined horizontal-and vertical arms, i ulators into the
combin : » Install apgle red
holes at the bottom of the vertical arms, assemblg the reinforcigg sorews:

WARNINGS

Small parts NOT for children under 3 ygg g
Always take care and select correct YPe and size of foo)g 10 work

> Moupy antj-yibration pads on the brackets that verticy) to the wall.

> S““Dthe two vertical and horizontal arms in the beam fastened on 1h® wall
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